
EN: 

PREPARATION OF GRAPHIC FILES FOR PRINTING   

In order to achieve correct printing results, the supplied graphic materials must meet the following 

requirements:   

1. We accept files in any commonly used graphic format (preferred formats: TIFF, EPS, PDF) in the CMYK 

color space without an embedded color profile.   

2. Bitmaps intended for digital printing should be flattened.   

3. For digitally printed works, Pantone colors must be converted to CMYK colors.   

4. Logos or drawings should be in vector format.   

5. All text in the file should be converted to outlines/curves.   

6. Files should be scaled at 1:1 or 1:10 and prepared at an appropriate resolution depending on the final 

size of the print (300–3000 dpi for files scaled at 1:10, or 30–300 dpi for files scaled at 1:1). Large-format 

prints (billboards, banners) require lower resolution (30–70 dpi on the final print), while smaller prints 

viewed from a close distance require higher resolution (up to 300 dpi).   

7. Bleed in the color of the artwork should be no less than 1 cm on each side of the print (2 cm for double-

sided printing).   

8. Black color should be defined as C60/M60/Y60/K100 for digital printing, and C60/M0/Y0/K100 for offset 

printing.   

9. The file must not contain masks, alpha channels, or any overprint settings.   

10. For works intended for contour cutting, please include the cutting path in PDF, EPS, AI, or CDR format.   

For color accuracy verification, a proof print from the file is required (digital proof, or optionally Matchprint 

or Cromalin). Please also attach a preview PDF or JPG file of the artwork to verify file content. Additionally, 

pay attention to the placement of important design elements (logos, text) and maintain “safe” distances 

from the edges of the print: at least 5 cm for citylights and similar works, and 20–50 cm for billboards 

(depending on billboard size). In case of any doubts, please contact our DTP studio. 


